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DESIGN SPEED 40 MPH

TYPICAL SECTIONS

TYPICAL NO. 1

SHLDR

SAW CUT

TS-1

6" HMA - 3/4 INCH REQ’D.

8" UNTREATED BASE COURSE

3/4 OR 1 INCH MAX REQ’D.

12" GRANULAR BORROW REQ’D.
12" GRANULAR BORROW REQ’D.

8" UNTREATED BASE COURSE

3/4 OR 1 INCH MAX. REQ’D.

6" HMA - 3/4 INCH REQ’D.

ROADWAY EXCAVATION REQ’D.

SAWCUT

ROADWAY EXCAVATION REQ’D.

SR-92

LANE LANE

’12 ’12 ’8

1" OGSC REQ’D.

LANE LANEMEDIAN SHLDR

’12’12’12’8

’28’28

Existing Concrete

Slope Protection

Existing Concrete

Slope Protection

STA 1+40 TO STA 5+90 LT

STA 2+30 TO STA 5+90 RT
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DESIGN SPEED 50 MPH

TYPICAL SECTIONS

STA. 10+20 TO STA. 52+00 LT.

STA.  5+50 TO STA. 52+00 RT.

TYPICAL NO. 1

SHLDR

SAW CUT

NOTE:

MATCH EXISTING CROSS SLOPES.

TS-2

STA. 52+00 TO STA. 63+00 LT.

STA. 52+00 TO STA. 77+00 RT.

6" HMA - 3/4 INCH REQ’D.

8" UNTREATED BASE COURSE

3/4 OR 1 INCH MAX REQ’D.

12" GRANULAR BORROW REQ’D.
12" GRANULAR BORROW REQ’D.

8" UNTREATED BASE COURSE

3/4 OR 1 INCH MAX. REQ’D.

6" HMA - 3/4 INCH REQ’D.

ROADWAY EXCAVATION REQ’D.

SAWCUT

ROADWAY EXCAVATION REQ’D.
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DESIGN SPEED 50 MPH

TYPICAL NO. 2

SHLDR

SAW CUT

6" HMA - 3/4 INCH REQ’D.

8" UNTREATED BASE COURSE

3/4 OR 1 INCH MAX REQ’D.

12" GRANULAR BORROW REQ’D.
12" GRANULAR BORROW REQ’D.

8" UNTREATED BASE COURSE

3/4 OR 1 INCH MAX. REQ’D.

6" HMA - 3/4 INCH REQ’D.

ROADWAY EXCAVATION REQ’D.

SAWCUT

ROADWAY EXCAVATION REQ’D.
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1" OGSC REQ’D.

1" OGSC REQ’D.

LANE LANEMEDIAN SHLDR

LANE LANEMEDIAN
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FIXED CONCRETE BARRIER REQ’D.

1

1 STA 52+60 TO 54+60
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DESIGN SPEED 45 MPH

TYPICAL SECTIONS

TYPICAL NO. 4

SHLDR

NOTE:

MATCH EXISTING CROSS SLOPES.

TS-3

6" HMA - 3/4 INCH REQ’D.

8" UNTREATED BASE COURSE

3/4 OR 1 INCH MAX REQ’D.

12" GRANULAR BORROW REQ’D.

ROADWAY EXCAVATION REQ’D.

6:1

SHLDR

RIGHT

TURN

LANE

I-15 SOUTHBOUND OFFRAMP AT SR-92

Existing Concrete Pavement

3
:1

 C
U

T

CL

SHLDR

6" HMA - 3/4 INCH REQ’D.

8" UNTREATED BASE COURSE

3/4 OR 1 INCH MAX REQ’D.

12" GRANULAR BORROW REQ’D.

ROADWAY EXCAVATION REQ’D.

6:1

LEFT

TURN

LANE

LEFT

TURN

LANE SHLDR

RIGHT

TURN

LANE

Existing Concrete Pavement

’14

3
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U

T

’6’ TO 10

’18’-19’8’-10

Edge Existing Concrete

Edge Existing Concrete

’4 ’0’-12 ’12 ’12 ’8

’19

DESIGN SPEED 45 MPH

TYPICAL NO. 5

I-15 SOUTHBOUND OFFRAMP AT SR-92

STA 5+40 TO STA 11+50

STA 3+60 TO STA 5+40

LEFT

TURN

LANE

NOTES:

NOTES:

3

1

3

1    STA 3+60 TO 4+40 TAPER

2    STA 3+60 TO 4+40, 18’ OFFSET

     STA 4+40 TO 5+40, 19’ OFFSET

3    STA 7+00 TO 8+80

’4 ’0’-12 ’12 ’8

’9’-21

2

1
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